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HYDROCYCLONE (SAND SEPARATOR)

Armaş Hydrocyclones are designed in simple structure to be used in the fi ltration of well water or other 
water sources containing sand, gravel or particles heavier than the water. Due to simple structure, it 
is more economic and easy to use relative to other sand separators. Armaş Hydrocyclones causes mi-
nimum pressure loss in fi ltration systems and therefore, they operate at maximum effi  ciency. Armaş 
Hydrocyclones, used as primary fi ltering element in fi ltration systems, are provided in single or modular 
forms which ensure manual or fully automatic cleaning process

Available Sizes: 2” (50 mm) - 8” (200 mm)

Available Connection Types: Threaded, Flanged, Grooved End

PLASTIC AIR VALVES (AUTOMATIC-KINETIC)

Armaş Plastic Air Valves are designed for an effi  cient discharge of large air volumes from small water 
network systems, fi lters, containers, and other devices where trapped air may impair the system’s 
operation. The valve is appropriate for: Expelling the air at high fl ow velocity during the initial fi lling 
of the systems. Introducing air when the pipe drains, maintaining atmospheric pressures in the pipe, 
preventing collapse and cavitation damage to the conduits. Relieving the entrained air from the water, 
while the network is pressurized.

Available Sizes:  ½”- ¾”- 1”- 2”

Available Connection Types: Threaded

GRAVEL (SAND-MEDIA) FILTERS

Gravel fi lters are designed to be used in fi ltration of river, lake, pool water and water resources con-
taining organic materials such as lichen and alga is over 15m³/h implicating that they are rapid fi lters. 
The outstanding advantage of the gravel fi lters against other types of fi lters is about maximum 
fi ltration effi  ciency due to deep fi ltration. Armaş Gravel fi lters are designed to provide ease of use, 
maximum fi ltration effi  ciency and less maintenance due to simple structure and thus, they are off e-
red to the users..

Available In/Out Sizes: 2”- 2½”- 3”- 4” 

Available Tank Sizes: 20”- 24”- 30”- 36”- 48” 

Available Connection Types: Threaded, Flanged, Grooved End

FILTRATION SYSTEMS

SUCTION FILTERS

Suction fi lter is designed to protect the pumps from debris and foreign matters. It is generally used in 
water sources containing algea, debris, and other heavy wastes. It is connected to pump suction and 
submerged into water (river, lake, reservoir, etc.) 

Available Sizes: 4” (100 mm) - 12” (300 mm)

Available Connection Types: Flanged


